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4K POV 4

BC-15P

2160p 60/59.94/50/30/29.97/25

BRA 1080p 60/59.94/50/30/29.97/25
BT 1/2.3" CMOS
HHER 12.3Mega Pixels
(E 34 50 dB
/N 0.5Lux (F1.0, AGC ON)
1/25(1/30), 1/50(1/60), 1/75(1/90), 1/100(1/120), 1/125(1/150),
R 1/150(1/180), 1/200(1/210), 1/500(1/600), 1/1000(1/1200),
1/2000(1/2400), 1/4000(1/4800), 1/8000(1/9000) sec
L 2x Digital Zoom
Gamma Standard / Model / Mode2 / Mode3
R E Fixed IRIS (F1.0)
oAl 2D/3D
EHEAHES English/Simplified Chinese/Traditional Chinese
- 1y Auto, Indoor, Outdoor, OnePush, Color Temp., R/B Gain, Lock
ACG/H 73 2 ggﬁéﬁvGEcgol\s/{iPeuf/Ilcfdlg))Ck
HDR/WDR WDR
$5% E R e Yes
BRI Full Manual
K-/ 2 [ -
K-/ 2 B RS B
TR RS -
s o Lo b
4 Stgndard Lens: H: 38.6, V:21.9, D: 44.1
Wide Lens: H: 75.5, V:46.6, D:82.7
] 1% Aol 45 Auto
AR, Ras L
L1 1PN 3.5mm Line in/Mic in (Stereo)
Tally & Dual color (Red, Green)
T Fr B A IR cut built-in
Protocol DVIP

RJ-45: for IP control (DVIP)

SR T
0 R U EL BT I

AR LR

1Mbps ~ 7Mbps



https://www.datavideo.com/tw/product/BC-15P

AR LU R A VBR, CBR
POE [EEE802.3af
HHS ST Ethernet
IRFz ]
TS i 4= RMC-300 series/PTZ View Assist APP
JIZR IR 40 RS 1/4-20 UNC
A IR A
ER L, Black
R 77mm (W) x 82mm (D) x 78mm (H)
HE 200 g
AR 0~40 °C
A DC 12V 9W
1 x BC-15P Main Unit
W 1 x Standard Lens (attached on camera with lens cap)

1 x Wide-angle Lens (attached with lens caps)
1 x DC 12V power adaptor




